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(A)  ITEM  ‐ BORROW REQUIREMENTS (Contractor‐Furnished Source) 
 
There  is  no  Department‐Furnished  source  for  borrow  on  this  project.    Borrow  shall  be  as 
specified in Section 203‐9 of the Standard Specifications.  Borrow placed within three (3) feet of 
finished subgrade shall meet the following requirements: 
 
The Plasticity  Index (PI) (AASHTO T90) and the percent passing the No. 200 Sieve (Minus 200) 
(Ariz. Test Method 201) when used in the equation below, shall give a value of X that does not 
exceed *. 
 

X = (Minus 200) + [2.83 (PI)] 
 
DESIGNER: 
 
NOTE: 
 

 
006.0

value‐R design log ‐ 2.0
  *  

 
This Item is generally used on projects that will have subgrade made up of contractor‐furnished 
borrow material.  (Not to be used for Shoulder Build‐up, see Item # 203d).  For projects with a 
small amount of borrow use Item (B). 
 
 
(B)  ITEM  ‐ BORROW REQUIREMENTS (Contractor‐Furnished Source) 
 
There  is  no  Department‐Furnished  source  for  borrow  on  this  project.    Borrow  shall  be  as 
specified  in  Section  203‐9  of  the  Standard  Specifications  and  shall  meet  the  following 
requirements: 
 

Sieve Size  % Passing 

   

*  * 

*  * 

*  * 

 
The Plasticity Index shall be *. 
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DESIGNER: 
 
This  Item  is generally used on projects requiring small amounts of borrow (500 cubic yards or 
less). 
 
*  The borrow information will be supplied by Geotechnical Services. 


