THESE RECOMMENDED SPECIAL PROVISIONS SHOULD BE USED IN CONJUNCTION WITH STANDARD DRAWINGS C-05.XX, C-06.10, C-07.XX, 
C-08.20, C-13.60, C-13.65 AND C-15.XX









(HP401KJNT, 11/20/03)

SECTION 401
PORTLAND CEMENT CONCRETE PAVEMENT:

401-3.06(B)
Construction Joints: the third paragraph of the Standard Specifications is revised to read:

Unless otherwise shown on the plans, a “K’ joint, as shown in the Roadway Construction Standard Drawings, shall be constructed where portland cement concrete pavement is constructed against the edge of piers, abutments, barrier transitions, light pole foundations, sign pole foundations, catch basins, or any other miscellaneous minor concrete structure.









(HP503KJNT, 11/20/03)

SECTION 503
CONCRETE CATCH BASINS:

503-3.01
Catch Basins: of the Standard Specifications is revised to read: 

Unless otherwise shown on the plans, where the catch basin concrete abuts new or existing portland cement concrete pavement a “K” expansion joint, as shown in the Roadway Construction Standard Drawings, shall be constructed along the line of contact.









(HP601KJNT, 11/20/03)

SECTION 601
CONCRETE STRUCTURES:

601-1
Description: of the Standard Specifications is revised to read: 

Unless otherwise shown on the plans, when constructing concrete structures against new or existing portland cement concrete pavement a “K” expansion joint, as shown in the Roadway Construction Standard Drawings, shall be constructed along the line of contact.









(HP603KJNT, 11/20/03)

SECTION 606
OVERHEAD SIGN STRUCTURES:

606-3.05
Foundations: of the Standard Specifications is revised to read: 

Unless otherwise shown on the plans, when constructing concrete foundations against new or existing portland cement concrete pavement a “K” expansion joint, as shown in the Roadway Construction Standard Drawings, shall be constructed along the line of contact.







(HP731KJNT, 11/20/03)

SECTION 731
STRUCTURAL SUPPORT AND FOUNDATIONS FOR TRAFFIC SIGNALS AND HIGHWAY LIGHTING:

731.3.01
Foundations: of the Standard Specifications is revised to read: 

Unless otherwise shown on the plans, when constructing concrete foundations against new or existing portland cement concrete pavement a “K” expansion joint, as shown in the Roadway Construction Standard Drawings, shall be constructed along the line of contact.









(HP914KJNT, 11/20/03)

SECTION 914
WALLS AND MISCELLANEOUS STRUCTURES:

914-3
Construction Requirements: of the Standard Specifications is revised to read: 

Unless otherwise shown on the plans, when constructing walls and miscellaneous minor concrete structures against new or existing portland cement concrete pavement a “K” expansion joint, as shown in the Roadway Construction Standard Drawings, shall be constructed along the line of contact.
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