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(HP501PIPBD, 04/18/05)
SECTION 501
PIPE CULVERT AND STORM DRAINS

501-3.02(A)(3)
Cement-Treated Slurry Bedding Material: this section of the Standard Specifications is revised to read:

Cement-treated slurry may be substituted for standard aggregate bedding from the bottom of the pipe to springline when pipe culverts or storm drains less than 36 inches in diameter are placed in a trench.  Cement-treated slurry shall be used as bedding material from the bottom of the pipe to springline when pipe culverts or storm drains 36 inches in diameter or larger are placed in a trench.  Cement-treated slurry bedding material shall conform to the gradation specified for bedding material under Subsection 501-3.02(A)(1) and additionally shall have a cement content of one sack per cubic yard.  Cement-treated slurry shall be thoroughly mixed in a mixer or at a central batch plant as approved by the Engineer and shall have a slump of 8 to 11 inches.

501-3.02(B)(1)
General: the first paragraph of this section of the Standard Specification is revised to read:

All trash, forms, sheeting, bracing, and loose rock or loose earth shall be removed from the area into which bedding material is to be placed.  A six-inch layer of standard aggregate bedding material shall be placed, in accordance with the plans, under the bottom of all pipes not cast-in-place.  Bedding material shall be placed under and around the pipe to the elevation at the point of maximum width of the pipe (springline), as shown on the plans.  At the contractor’s option, bedding material may be placed above the springline of the pipe.
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