**20-CONDUCTOR IMSA COLOR CODE**

(Used when one cable is dedicated to each pole)

---

### 20-CONDUCTOR IMSA COLOR CODE

#### CABLE #1 CABLE #2 CONDUCTOR SIGNAL

<table>
<thead>
<tr>
<th>CABLE NO</th>
<th>CABLE</th>
<th>CONDUCTOR COLOR</th>
<th>SIGNAL INTERVAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>01</td>
<td>Ø5</td>
<td>RED WHITE RED</td>
<td>RED</td>
</tr>
<tr>
<td>OVERLAP A</td>
<td></td>
<td>BLACK WHITE YELLOW</td>
<td>GREEN WHITE</td>
</tr>
<tr>
<td>06</td>
<td>Ø6</td>
<td>RED WHITE RED</td>
<td>RED</td>
</tr>
<tr>
<td>OVERLAP B</td>
<td></td>
<td>ORANGE ---- YEL</td>
<td>GREEN --- GREEN</td>
</tr>
<tr>
<td>02</td>
<td>Ø7</td>
<td>BLACK RED RED</td>
<td>RED</td>
</tr>
<tr>
<td>OVERLAP C</td>
<td></td>
<td>ORANGE RED YEL</td>
<td>GREEN --- GREEN</td>
</tr>
<tr>
<td>03</td>
<td>Ø8</td>
<td>RED BLACK RED</td>
<td>RED</td>
</tr>
<tr>
<td>OVERLAP D</td>
<td></td>
<td>ORANGE BLACK YEL</td>
<td>GREEN --- GREEN</td>
</tr>
<tr>
<td>04</td>
<td>Ø9</td>
<td>BLUE WHITE WALK</td>
<td>DON'T WALK</td>
</tr>
<tr>
<td></td>
<td>Ø2 PED</td>
<td>RED BLACK PUS</td>
<td>BLACK --- BLACK</td>
</tr>
<tr>
<td></td>
<td>Ø6 PED</td>
<td>BLUE WHITE WALK</td>
<td>DON'T WALK</td>
</tr>
<tr>
<td>05</td>
<td>Ø4 PED</td>
<td>RED GREEN DON'T WALK</td>
<td>WHITE PUS</td>
</tr>
<tr>
<td></td>
<td>Ø8 PED</td>
<td>BLUE WHITE WALK</td>
<td>DON'T WALK</td>
</tr>
<tr>
<td>06</td>
<td>ALL Ø5</td>
<td>ALL Ø5 WHITE --- P. S. COMMON</td>
<td>BLUE BLACK SPARE</td>
</tr>
<tr>
<td>07</td>
<td>ALL Ø5</td>
<td>ALL Ø5 WHITE --- P. S. COMMON</td>
<td>BLUE BLACK SPARE</td>
</tr>
</tbody>
</table>

---

### 4 AND 7-IMSA COLOR CODE

---

### 4-CONDUCTOR CABLE

- **SIGNAL HEADS**
  - **OUTBOARD & FAR LEFT**
  - **BASIC COLOR**
  - **INTERVAL**
  - **BLACK**
  - **GREEN**
  - **GREEN/YELLOW**
  - **WHITE**
  - **WHITE/VEN. COM.**
  - **WHITE/BLK TR.**

---

### 4-CONDUCTOR CABLE

- **SIGNAL HEADS**
  - **INBOARD & SIDE MOUNT**
  - **BASIC COLOR**
  - **INTERVAL**
  - **BLACK**
  - **GREEN**
  - **GREEN/YELLOW**
  - **WHITE**
  - **WHITE/VEN. COM.**

---

### 4-CONDUCTOR CABLE

- **PEDESTRIAN HEADS**
  - **BASIC COLOR**
  - **INTERVAL**
  - **BLACK**
  - **GREEN**
  - **GREEN/YELLOW**
  - **WHITE**
  - **WHITE/VEN. COM.**

---

### 4-CONDUCTOR CABLE

- **PUSH BUTTON**
  - **BASIC COLOR**
  - **INTERVAL**
  - **RED**
  - **GREEN**
  - **GREEN/YELLOW**
  - **WHITE**
  - **WHITE/VEN. COM.**

---

### 4-CONDUCTOR CABLE

The cable shall be tagged as to assigned phase.