Blank Cover for Service
Is Unmetered or Utility
Approved 4-Way Meter
Socket with Temporary
Plastic Cover for Metered

1 1/2" Min
See Note 2
(Typ) 5 Places
See Note 6
(Typ) 5 Places
See Note 1
(Typ) 4 Places
See Note 3

100 Amp 9" 200 Amp 8"
See Note 7

2" Max for
100 Amp
2 1/2" Max for 200 Amp

EUSERC UTILITY PULL SECTION DETAIL
(Bottom View)

NOTES:
1. The 100 Amp service is to be used for traffic signal cabinet mounted services and Type II load centers.
2. The 200 Amp service is to be used with the Type IV load center.

SERVICE DISCONNECT DETAIL
(Bottom View)

22 GA Stainless Steel
Label Riveted to Cover
with 3/4" High Block Letters

2-Pole
Breaker to the
Required Capacity

Deadfront
Cover

NOT TO SCALE

SEE NOTES ON SHEET 2 OF 2

Arizona Department of Transportation
Intermodal Transportation Division
Traffic Signals and Lighting
Standard Drawings

120/240 OR 240/480 VOLT,
SINGLE-PHASE UTILITY PULL,
SECTION AND SERVICE DISCONNECT DETAIL

12/1/09
T.S. 3-12

SIGNATURE

ON FILE